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Beast
      
                     Product Number: G - 120

SECTION 1 – PRODUCT AND COMPANY IDENTIFICATION
Product Name 
Beast
 

Effective Date
    3/23/15



High Temperature Lubricant


Company
Encore Industrial Products
Transportation Emergency (24 Hour) Contact

P.O. Box 300
 North America:
     1-877-703-3044 Ex. 405

Barker, TX 77413-0300
  
Phone Number 
(281) 944-4777 

(877) 703-3044


Fax (281) 944-4778
      Medical Emergencies: 


      Contact your local Poison Control Center.



Transportation


DOT: CONSUMER COMMODITY, ORM-D



IATA: CONSUMER COMMODITY, ORM-D


       IMDG: CONSUMER COMMODITY, ORM-D


SECTION 2 – HAZARDS IDENTIFICATION
Emergency Overview

This material is an Over-The-Counter consumer product that is safe for consumers with intended and reasonable foreseeable use.
Hazard Classification: Aerosol Class 3
Signal Word(s): Warning/Irritant
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Hazard Symbol(s): 
Hazard Statement: Aerosol can may burst if heated.
Precautionary Statements: 
· FLAMMABLE. Keep away from fire or flame.
· Do not use in eyes. In case of eye contact, flush thoroughly with water and seek medical attention.
· Stop use and ask doctor if irritation and redness develop and persists for more than 72 hours.
· Keep out of reach of children. If swallowed, get medical help or contact a Poison Control Center right away.
SECTION 3 – COMPOSITION / INFORMATION ON INGREDIENTS
Ingredients considered hazardous as defined by OSHA, 29 CFR 1910.1200, WHMIS under the HPA (Canada), 

or ESIS (Europe).
Chemical Name
CAS Number

EINECS/ELINCS
Wt %
OSHA PEL
ACGIH TLV 

Tetrachloroethylene              
0000127-18-4


51%-89%




Mineral oil, Petroleum Distillates,
0064742-65-0


7%-15%




Solvent-Dewaxed Heavy Paraffinic

Ethylene Glycol Monobutyl Ether
0000111-76-2


1%-2%





CO2


0000124-38-9


1%-2%




Remaining ingredients are non-hazardous and/or present at amounts below reportable limits and considered confidential.
SECTION 4 – FIRST AID MEASURES
Eye Contact
Immediately flush the eye(s) with water for at least 15 minutes while holding eyelids open.


Seek medical attention in the event of an adverse reaction or if symptoms of irritation worsen.
Skin Contact
In case of irritation, immediately wash affected area with soap and water. Seek medical

attention in the event of an adverse reaction or if symptoms of irritation worsen. Remove contaminated clothing and launder before reuse.

Ingestion
Do not induce vomiting! Seek medical attention immediately. Note: Never give anything by mouth to an unconscious or convulsing victim. Keep person warm and quiet.
Inhalation
If respiratory irritation or distress occurs, remove victim to fresh air and seek medical attention.



SECTION 5 – FIRE FIGHTING MEASURES
Extinguishing Media

Use water fog, dry chemical or carbon dioxide.
Unusual Fire & Explosion Hazards
Heated cans may rupture when heated.
Fire Fighting Instructions


Use self-contained breathing apparatus and full protective gear if large quantities of product are involved. Heated cans my burst.
SECTION 6 – ACCIDENTAL RELEASE MEASURES
Personal Precautions
Wear appropriate protective equipment (see Section 8).
Containment/Cleanup
Safely stop source of spill. Dike or contain spill. Absorb with appropriate absorbent.



Clean area of spill and absorbent material. Dispose of all washings, sweepings, and



absorbents in accordance with all applicable federal, state, and local regulations. 



Spills may be reportable to the National Response Center (800-424-8802).
Emergency Procedure               Flammable/combustible material. ELIMINATE all ignition sources (no smoking,  flares,                                                                                                   sparks, or flames in immediate area). Stay upwind; keep out of low areas. Immediately turn off or isolate any source of     ignition. Keep unnecessary people away; isolate hazard area and deny entry. Do not touch or walk through spilled material. Clean up immediately. Use absorbent sweeping compound to soak up material and put into suitable container for proper disposal.
SECTION 7 – HANDLING AND STORAGE
Handling
When spraying more than one half can continuously or more than one can consecutively, use NIOSH approved respirator.
Storage
Store at temperatures below 120oF. Keep away from children. For use by trained personnel only. Keep away from heat, sparks, or open flame. For industrial and institutional use only. Keep container closed during storage.
SECTION 8 – EXPOSURE CONTROLS / PERSONAL PROTECTION
Engineering Controls
This is a consumer product that is safe for consumers under normal and reasonably



foreseeable use. For industrial settings, use in well ventilated area.
Personal Protective
Respiratory protection: Self-contained breathing apparatus if above TLV limit. 

Equipment

Eye/Face: Safety glasses or goggles if splash hazards exist. 




Skin: Gloves; Rubber, neoprene, or other impervious material for excessive or prolonged contact.
Work Hygienic Practices
Always follow good hygienic work practices.
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Name TWA TWA STEL STEL TablesCarcin Skin TWA TWA STEL STEL Carcin

(ppm) (mg/m3) (ppm) (mg/m3)Z1,2,3 ogendesignation(ppm)(mg/m3)(ppm)(mg/m3) ogen

CO2 5000 9000 1 5000 9000 30000 54000

Ethylene Glycol 50 240 1 1 5 24

Monobutyl Ether

Mineral Oil, 500 2000 1

Petroleum

Distillates,

Solvent-Dewaxed

Heavy Paraffinic

Tetrachloroethy 100(a)/ 300ppm/ 1,2 b 1

Lene 200 5 mins. In

ceiling any 3 hrs

(a)

Chemical  ACGIH  ACGIH ACGIH ACGIH

Name TWA TWA STEL STEL

(ppm) (mg/m3) (ppm) (mg/m3)

CO2 5000 9000 30000 54000

Ethylene Glycol 20 97

Monobutyl Ether

Mineral Oil,

Petroleum

Distillates,

Solvent-Dewaxed

Heavy Paraffinic

Tetrachloroethy 25 170 100 685

Lene






SECTION 9 – PHYSICAL AND CHEMICAL PROPERTIES
Physical and Chemical Properties

Density 10.83421 lb/gal

Density VOC 0.21668 lb/gal

% VOC 2.00000%

VOC Actual 0.21668 lb/gal

VOC Actual 25.96527 g/l
Appearance Amber liquid

Odor Threshold N.A.

Odor Description Strawberry

pH N.A.

Water Solubility Not soluble

Flammability Will not burn

Flash Point Symbol N.A.

Flash Point N.A.

Viscosity N.A.

Lower Explosion Level N.A.

Upper Explosion Level N.A.

Melting Point N.A.

Vapor Density Slower than ether

Freezing Point N.A.

Low Boiling Point 0 °F

High Boiling Point 343

Decomposition Pt 0

Auto Ignition Temp N.A.

Evaporation Rate Slower than ether

SECTION 10 – STABILITY AND REACTIVITY
Chemical Stability

Stable
Conditions to Avoid
Extreme temperature conditions.
Incompatible Materials
None Known.

 
Hazardous Decomposition 
In fire, will decompose to carbon dioxide, carbon monoxide. 
Products
Hazardous Polymerization
Will not occur.
SECTION 11 – TOXICOLOGICAL INFORMATION
Skin Corrosion/Irritation:

Overexposure will cause defatting of skin.

Serious Eye Damage/Irritation:

Overexposure will cause redness and burning sensation.

Carcinogenicity:

Suspected of causing cancer.

Germ Cell Mutagenicity:

No data available

Reproductive Toxicity:

No data available

Respiratory/Skin Sensitization:

No data available

Specific Target Organ Toxicity - Single Exposure:
No data available

Specific Target Organ Toxicity - Repeated Exposure:

No data available

Aspiration Hazard:

No data available

Acute Toxicity:

Inhalation: effect of overexposure include irritation of respiratory tract, headache, dizziness, nausea, and loss of coordination. Extreme

overexposure may result in unconsciousness and possibly death.

0064742-65-0 MINERAL OIL, PETROLEUM DISTILLATES, SOLVENT-DEWAXED HEAVY PARAFFINIC

LD50 (Rodent - rat, Oral) : >5000 mg/kg, Toxic effects : Details of toxic effects not reported other than lethal dose value.

LD50 (Rodent - rabbit, Administration onto the skin) : 5000 mg/kg, Toxic effects : Details of toxic effects not reported other than lethal

dose value.

0000127-18-4 TETRACHLOROETHYLENE

LC5O (rat): Approximately 3786 ppm (4-hour exposure) (22); approximately 4000 ppm (4-hour exposure) (23)

LC50 (mouse): 5200 ppm (4-hour exposure) (24)

LD5O (oral, rat): Approximately 2600 mg/kg (cited as 1.6 mL/kg) (20)

LD50 (oral, male rat): 3835 mg/kg (25)

LD50 (oral, female rat): 3005 mg/kg (25)

LD50 (dermal, rabbit): Greater than 3245 mg/kg (0/5 animals died) (2)

0000111-76-2 ETHYLENE GLYCOL MONOBUTYL ETHER

LC50 (female rat): 450 ppm (4-hour exposure) (2)

LC50 (male rat): 486 ppm (4-hour exposure) (2)

LD50 (oral, male weanling rat): 3000 mg/kg (1)

LD50 (oral, 6-week old male rat): 2400 mg/kg (1)

LD50 (oral, yearling male rat): 560 mg/kg (1)

LD50 (oral, female rat): 530 mg/kg; 2500 mg/kg (1)LD50 (oral, male mouse): 1230 mg/kg (1)

LD50 (oral, rabbit): 320 mg/kg (1)

LD50 (dermal, male rabbit): 406 mg/kg (cited as 0.45 mL/kg) (1)

Potential Health Effects - Miscellaneous

0000111-76-2 ETHYLENE GLYCOL MONOBUTYL ETHER

Can be absorbed through the skin in harmful amounts. May cause injury to the kidneys, liver, blood and/or bone marrow. Repeated

overexposure may result in damage to the blood. Eye contact may cause corneal injury. Has been toxic to the fetus in laboratory

animals at doses that are toxic to the mother.
SECTION 12 – ECOLOGICAL INFORMATION
Toxicity:

Toxic to aquatic life with long lasting effects

Persistence and Degradability:

No data available.

Bio-Accumulative Potential:

No data available.

Mobility in Soil:

No data available.

Other Adverse Effects:

No data available.

Bio-accumulative Potential

0064742-65-0 MINERAL OIL, PETROLEUM DISTILLATES, SOLVENT-DEWAXED HEAVY PARAFFINIC

Contains constituents with the potential to bioaccumulate.

Mobility in Soil

0064742-65-0 MINERAL OIL, PETROLEUM DISTILLATES, SOLVENT-DEWAXED HEAVY PARAFFINIC

Liquid under most environmental conditions. Floats on water. If it enters soil, it will adsorb to soil particles and will not be mobile.
SECTION 13 – DISPOSAL CONSIDERATIONS
Water Disposal:

Under RCRA, it is the responsibility of the user of the product, to determine at the time of disposal whether the product meets RCRA

criteria for hazardous waste. Waste management should be in full compliance with federal, state, and local laws.

Empty containers retain product residue which may exhibit hazards of material, therefore do not pressurize, cut, glaze, weld or use for any

other purposes. Return drums to reclamation centers for proper cleaning and reuse.
SECTION 14 – TRANSPORT INFORMATION
U.S. DOT Information:

Consumer Commodity, ORM-D

IMDG Information:

Consumer Commodity, ORM-D

IATA Information:

Consumer Commodity, ORM-D


SECTION 15 – REGULATORY INFORMATION
CAS                  Chemical Name              % By Weight                  Regulation List
0000127-18-4 TETRACHLOROETHYLENE  51% - 89% CERCLA,HAPS,SARA312,SARA313,                    VOC_exempt,TSCA,RCRA,ACGIH,CA_Prop65 - California Proposition

65,OSHA

0064742-65-0 MINERAL OIL, PETROLEUM DISTILLATES, SOLVENTDEWAXED HEAVY PARAFFINIC

7% - 15% SARA312,TSCA,OSHA

0000111-76-2 ETHYLENE GLYCOL

MONOBUTYL ETHER 1% - 2% CERCLA,SARA312,SARA313,VOC,TSCA,ACGIH,OSHA

0000124-38-9 CO2 1% - 2% SARA312,TSCA,ACGIH,OSHA

SECTION 16 – OTHER INFORMATION
This document is intended to provide a brief summary of our knowledge and guidance regarding the use of this material. The information set forth herein has been compiled from sources considered to be dependable and is believed to be accurate as of the date of publication. This information is offered in good faith by Encore Industrial and no warranty, expressed or implied is made. The user assumes all liability for any damage or injury resulting from misuse, from any failure to adhere to recommended practices or from any hazards inherent in the nature of the product.
* There are points of differences between OSHA GHS and UN GHS. In 90% of the categories, they can be used interchangeably, but for the Skin Corrosion/Irritant Category and the Specific Target Organ Toxicity (Single and Repeated Exposure) Categories. In these cases, our system will say UN GHS. ACGIH- American Conference of Governmental Industrial Hygienists; ANSI- American National Standards Institute; Canadian TDGCanadian Transportation of Dangerous Goods; CAS- Chemical Abstract Service; Chemtrec- Chemical Transportation Emergency Center (US); CHIP- Chemical Hazard Information and Packaging; DSL- Domestic Substances List; EC- Equivalent Concentration; EH40 (UK)-HSE Guidance Note EH40 Occupational Exposure Limits; EPCRA- Emergency Planning and Community Right-To-Know Act; ESL- Effects screening levels; HMIS- Hazardous Material Information Service; LC- Lethal Concentration; LD- Lethal Dose; NFPA- National Fire Protection Association; OEL- Occupational Exposure Limits; OSHA- Occupational Safety and Health Administration, US Department of Labor; PEL- Permissible Exposure Limit; SARA (Title III)- Superfund Amendments and Reauthorization Act; SARA 313- Superfund Amendments and Reauthorization Act, Section 313; SCBA- Self-Contained Breathing Apparatus; STEL- Short Term Exposure Limit; TCEQ- Texas Commission on Environmental Quality; TLV- Threshold Limit Value; TSCA- Toxic Substances Control Act Public Law 94-469; TWA - Time Weighted Value; US DOT- US Department of Transportation; WHMIS- Workplace Hazardous Materials Information System.
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